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SBP-300TM SBP-300TM1 SBV-160WC SBV-120WC SBP-300WM0/120WMSBP-160TM

SBP-160TM SBP-300TM SBP-300TM1 SBV-160WC SBV-120WC SBP-300WM0 SBP-120WM

Materials Aluminum Poly carbonate Poly carbonate PC (Cap), Aluminum (Plate) PC (Cap), Aluminum (Plate) Poly carbonate Poly carbonate

Dimensions (WxHxD)
Ø158.2 x 78.2mm

(Ø6.228" x 3.078")

Ø130.1 x 52.0mm

(Ø5.12" x 2.05")

Ø147.4 x 58.4mm

(Ø5.8" x 2.3")

184.7 x 164.8 x 165mm

(7.27" x 6.49" x 6.5")

144.9 x 131.6 x 127.7mm

(5.71" x 5.18" x 5.03")

122.0 x 95.0 x 157.0mm

(4.8" x 3.74" x 6.18")

122.0 x 95.0 x 157.0mm

(4.8" x 3.74" x 6.18")

Weight 290g (0.639 lb) 87g (0.19 lb) 115g (0.25 lb) 315g (0.69 lb) 195g (0.43 lb) 260g (0.57 lb) 175g (0.38 lb)

Color Ivory Ivory Ivory Ivory Ivory Ivory Ivory

Applicable Model

PNV-9080R

SCV-6081R

SNV- 5084/5084R/ 

6084/6084R/ 

6085R/7084/ 

7084R/8080/ 

8081R

XNV- 6080/6080R/ 

8080R

SNF- 7010/7010V/ 

/7010VM

SNF-8010/8010VM

PNF- 9010R/9010RV/ 

9010RVM

PNV-9080R

XNV- 6080/6080R/ 

8080R

SCV-6081R

SNV- 5084/5084R/ 

6084/6084R/ 

6085R/7084/ 

7084R/8080/ 

8081R

XNV- 6010/6020/ 

8020R/8030R/ 

8040R

QNV- 6010R/6020R/ 

 6030R/7010R/ 

 7020R/7030R

SND- 1080/5061/7061/ 

1011/5011/7011

SCD- 5010/5020/5030/ 

2060E/2060EB/2080/ 

2080B/2080E/2080EB/ 

2080R/2081/2081E/ 

2082/3080/3080B/ 

3081/3082/3082E/ 

3083/2020/2020B/ 

2020R/2021/2021B/ 

2022/2022R/2022RT/ 

2040/2042R

XND- 6010/6020R/8020R/ 

8030R/8040R

QND- 6010R/6020R/6030R/ 

6070R/7010R/7020R/ 

7030R/7080R

SND- L6083R/L6014R/ 

L6013R/6011R/ 

L6013/L6012/ 

L5083R/L5013

HCD- 6080R/6070R/ 

7010R/7020R/7030R/ 

7070R/

SCD- 6083R/6023R/5083R/ 

6021/5083/ 

5082/5080 

Dimensions Unit : mm (inch)

Tilt MountTilt Mount Tilt Mount Weather Cap Weather Cap Wall Mount Wall Mount
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* The lastest product information / specification can be found at hanwha-security.com
* Design and specifications are subject to change without notice.

Dome/Fisheye Mounts
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SHB-4300H SHB-4300H1 SHB-4300H2 SHB-4300HP SHB-4200 SHB-4200H STH-200

open Type Side open Side open Side open Side open Side open Side open Side open

Cable entry Nylon gland Nylon gland Nylon gland Nylon gland Nylon gland Nylon gland Nylon gland

operating 
Temperature

set
-35°C ~ +50°C 
(-31°F ~ +122°)

-50°C ~ +50°C
(-58°F ~ +122°F)

-50°C ~ +50°C
(-58°F ~ +122°F)

-35°C ~ +50°C
(-31°F ~ +122°)

-15°C ~ +45°C
(+5°F ~ +113°)

-35°C ~ +50°C 
(-31°F ~ +122°)

-15°C ~ +50°C
(+5°F ~ +122°F)

Heater
5°C ± 5°C on
(1 x heater : 20W)

5°C ± 5°C on
(2 x heater : 20W)

5°C ± 5°C on
(2 x heater : 20W)

5°C ± 5°C on
(1 x heater : 9W)

N/A
4°C ± 3°C on
(1 x heater : 20W)

N/A

Blower
+45°C ± 5°C on
(1 x blower : 2W)

+45°C ± 5°C on
(1 x blower : 2W)

+45°C ± +5°C on
(1 x blower : 5W)

+35°C ± 2°C 
(1 x blower : 2W)

N/A
+45°C ~ +5°C on
(1 x blower : 1.6W)

N/A

Defroster N/A Always on (8W) Always on (10W) Always on (5W) N/A N/A N/A

operating Humidity 0 ~ 90% RH 0 ~ 90% RH 0 ~ 90% RH 0 ~ 90% RH 0 ~ 90% RH 0 ~ 90% RH 0 ~ 90% RH 

Materials Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum

ingress protection IP66 IP66 IP66 IP66 N/A

Dimensions 
(WxHxD)

external
184.0 x 127.0 x 460.0mm
(7.24" x 5" x 18.11")

184.0 x 127.0 x 460.0mm
(7.24" x 5" x 18.11")

184.0 x 127.0 x 460.0mm
(7.24" x 5" x 18.11")

184.0 x 127.0 x 460.0mm
(7.24" x 5" x 18.11")

148.0 x 107.0 x 421.0mm
(5.8" x 4.21" x 16.57")

148.0 x 107.0 x 421.0mm
(5.83" x 4.21" x 16.57")

118.0 x 92.0 x 405.0mm
(4.65" x 3.62" x 15.94")

internal
100.0 x 80.0 x 383.0mm
(3.94" x 3.15" x 15.08")

100.0 x 80.0 x 383.0mm
(3.94" x 3.15" x 15.08")

100.0 x 80.0 x 383.0mm
(3.94" x 3.15" x 15.08")

91.0 x 78.0 x 250.0mm
(3.58" x 3.10" x9.84")

84.0 x 69.0 x 319.0mm
(3.31" x 2.72" x 12.56")

84.0 x 69.0 x 319.0mm
(3.31" x 2.72" x 12.56")

70.0 x 56.0 x 360.0mm
(2.76" x 2.2" x 14.17")

Weight 3.5Kg (7.72 lb) 3.7Kg (8.16 lb) 3.7Kg (8.16 lb) 3.5Kg (7.72 lb) 1Kg (2.2 lb) 1.1Kg (2.3 lb) 1Kg (2.2 lb)

input Voltage 24V AC 24V AC 230V AC PoE(IEEE802.3at)&12V DC N/A 24V AC N/A

power Consumption 25W 55W 55W 16W N/A 21.6W N/A

Color Ivory Ivory Ivory Ivory Ivory Ivory Ivory

Applicable Model
Box cameras
(Network / Analog)

Box cameras
(Network / Analog)

Box cameras
(Network / Analog)

Box cameras
(Network)

Box cameras
(Network / Analog)

Box cameras
(Network / Analog)

Box cameras
(Network / Analog)

Certification CE (Class A) CE (Class A) CE (Class A) CE (Class A) N/A N/A N/A

Dimensions Unit : mm (inch)
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* The lastest product information / specification can be found at hanwha-security.com
* Design and specifications are subject to change without notice.
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